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Precision Adapters between Series

2.4 mm (M) - 2.92 mm (M) 2.4 mm (M) - 2.92 mm (F)
 

   Part No. 2MS-ADP-KMS-01 (G01M02MSD001)
  Freq. 40 GHz
   VSWR Max. 1.2

   Part No. 2MS-ADP-KFS-01(G01M02FSD001)
  Freq. 40 GHz
   VSWR Max. 1.2

2.4 mm (F) - 2.92 mm (M) 2.4 mm (F) - 2.92 mm (F)

   Part No. 2FS-ADP-KMS-01 (G01F02MSD001)
  Freq. 40 GHz
   VSWR Max. 1.2

   Part No. 2FS-ADP-KFS-01 (G01F02FSD001)
  Freq. 40 GHz
   VSWR Max. 1.2

Unit : mm [Inch]

18.15 [0.715]

Hex-Nut 8 [0.315]

2.4(M)

Hex-Nut 8 [0.315]

2.92(M)

2MS-ADP-KMS-01

10.4 [0.409]

1.5 [0.059]

17.05 [0.671]

Hex-Nut 8 [0.315]

2.4(M)

1/4"-36 UNS-2A

2.92(F)

Hex 7.9 [0.311]

2MS-ADP-KFS-01

9.8 [0.386]

1.5 [0.059]

19.1 [0.752]

2.4(F)

M7.0 P0.75 Hex-Nut 8 [0.315]

2.92(M)

Hex 7.9 [0.311]

2FS-ADP-KMS-01

 2.4 mm to 2.92 mm

Electrical
Frequency DC to 40 GHz

Insertion Loss 0.35 dB @ 40 GHz

VSWR 1.22:1(@40GHz)

Temperature - 40˚C  to + 125˚C 

Materials
Body Stainless steel Passivated

Center Contact
Beryllium Copper(BeCu)
Brass

Gold Plated
Gold Plated

Insulator Engineering Plastic -

2.4mm(M) to 2.92mm(M) (P/N : 2MS-ADP-KMS-01)
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